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Dimensions

Maximum CPU Dimensions

Quick Release bracket for easy CPU 
attachment and removal.

(Can be disabled for theft deterrence.)

Optional 
mounting 
locations

CPU must be a VESA compliant Thin Client CPU.

< 10”
(254 mm)

< 2.6”
(66 mm)

< 13.5”
(343 mm)

Dimensional & Range 
of Motion Illustrations

SIM90 Signage Integration Mount

7.87” (200 mm)

15.7” (400 mm)

17” (440 mm)

17.7”
(450 mm)

23.6” (600 mm)

1” (25 mm)

19.68” (500 mm)

1” (26 mm)

11.81” (300 mm)

7.87”
(200 mm)

15.7”
(400 mm)

3”
(75 mm)

19”
(480 mm)

17”
(434 mm)

4.8”
(121 mm)

5”
(128 mm)

24.6”
(625 mm)

13.5”
(343 mm)

18.1”
(461 mm)

24.6”
(625 mm)

24.6”
(625 mm)

3.2”
(81 mm)

5.0”
(126 mm)

5.0”
(127 mm)

4.0”
(100 mm)

4.0”
(100 mm)

8.6”
(218 mm)

3.0”(75 mm)

3.0”(75 mm)

1.0”(25 mm)

1.2”(31 mm)

1.6”(41 mm)

0.56”(14 mm)
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Weight Capacity

< 7 lbs
(3.2 kg)

< 3 lbs
(1.4 kg)

A

B

C

< 105 lbs
(47.6 kg)

0˚

15˚

90˚

> 32”
(813 mm)

Range of Motion

A+B+C < 115 lbs (52.2 kg)

Dimensional & Range 
of Motion Illustrations

Ergotron®

SIM90 Signage Integration Mount


