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VL Enclosure

Dimensional Illustrations

1.9”
(49 mm)

Combined weight of all 

equipment mounted to 

Vertical Lift including both 

the monitor and contents of 

keyboard tray, mouse pouch 

and scanner holder should be: 

8 - 33 lbs (3.6 - 14.9 kg)

< 18 lbs (8.2 kg)

< 20 lbs (9.1 kg)

* Assumes VESA hole pattern 

is centered on the monitor

Maximum CPU size and weight:

Maximum monitor size* and weight:

Maximum keyboard size:

With a wrist rest

Wall Mount Bracket

Cable Channel

10.8”
(275 mm)

11.3”
(288 mm)

27.2”
(691 mm)

6.75”
(172 mm)

60.6”
(1540 mm)

20.6”
(525 mm)

14.7”
(373 mm)22”

(559 mm)

2.75”
(70 mm)

20.7”
(526 mm)

13.75”
(349 mm)

3.75”
(95 mm)

12.75”
(324 mm)

1.1” (27 mm)

0.6” (14 mm)

Ø 4.4 mm

16” (406 mm)

16.6” (422 mm)

2.6” (66 mm)

Mounting Hole Pattern

< 50 lbs (22.6 kg)

9"
(229 mm)

18.34”
(466 mm)

8.13”
(206 mm)

9.5”
(241 mm)

Without a wrist rest

16”
(406.40 mm)

15.87”
(401.83 mm)

42.72”
(1085.09 mm)

6x Ø 0.50”
(12.70 mm)

Pilot Hole
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VL Enclosure

Dimensional Illustrations

Range of Motion

9” (229 mm)

90˚
5”

(127 mm)

0˚ to -10˚

Keyboard Tilt

< +10˚
(varies by display width)

Top View

120˚
Top View


