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Dimensional & Range 
of Motion Illustrations

Ergotron®

TeachWell® Laptop

<5 lbs (2.3 kg)

<10 lbs (4.5 kg)

<8 lbs (3.6 kg)

<10 lbs (4.5 kg)

<5 lbs (2.3 kg)

<2 lbs (0.9 kg)

20.5"
(521 mm)

22.4"
(568 mm)

8.1"
(206 mm)

13"
(330 mm)

34.5"
(876 mm)

41.4"
(1053 mm)

17"
(432 mm)

1.8"
(46 mm)

7.1"
(181 mm)

4"
(102 mm)

1.7"
(43 mm)

24.2”- 44.2"
(615-1124 mm)

29.1”- 49.1”
(739-1247 mm)

4.4"
(112 mm)

16.4"
(416 mm)

28.1"
(714 mm)

23.5" - 42.5"
(597-1080 mm)

3.1"
(79 mm)

13.3"
(337 mm)

5.1"
(130 mm)

15.7"(398 mm)

5.7"(146 mm)
3.4"(86 mm)

4.7"(119 mm)

4.2"(107 mm)

0.8"(20 mm)

3.9"(100 mm)

1.4"(36 mm)
10.5"

(266 mm)

8.6"
(218 mm)

3.4"
(86 mm)

17.1"
(435 mm)

23"
(585 mm)

6.1"
(155 mm)

17" (433 mm)

7.1"-12.4"
(181-316 mm)

5.9"
(149 mm)

A

B

C
D
E

A+B+C+D+E = <40 lbs (18 kg)

9.1"
(232 mm)

10.4" - 13.6"
(265 - 346 mm)

Combined weight of all equipment mounted 
to lift engine should be: <40 lbs (18 kg)

Weight Capacity

Dimensions

Range of Motion

180˚ 90˚
12˚

20"
(50.8 cm)

5"
(127 mm)
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Dimensional & Range 
of Motion Illustrations

Ergotron®

TeachWell® LCD

Weight Capacity

Dimensions

Range of Motion

<5 lbs (2.3 kg)

6-30 lb (2.7-13.6 kg)

<10 lbs (4.5 kg)

<10 lbs (4.5 kg)

<10 lbs (4.5 kg)

<5 lbs (2.3 kg)

<2 lbs (0.9 kg)

A
B
C
D
E

A+B+C+D+E = <40 lbs (18 kg)
Combined weight of all equipment mounted to lift engine should be: <40 lbs (18 kg)

20.5"
(521 mm)

22.4"
(568 mm)

8.1"
(206 mm)

13"
(330 mm)

34.5"
(876 mm)

41.4"
(1053 mm)

17"
(432 mm)

1.8"
(46 mm)

7.1"
(181 mm)

4"
(102 mm)

1.7"
(43 mm)

24.2”- 44.2"
(615-1124 mm)

29.1”- 49.1”
(739-1247 mm)

4.4"
(112 mm)

16.4"
(416 mm)

28.1"
(714 mm)

23.5" - 42.5"
(597-1080 mm)

3.1"
(79 mm)

13.3"
(337 mm)

5.1"
(130 mm)

15.7"(398 mm)

5.7"(146 mm)
3.4"(86 mm)

0.8"(20 mm)

3.9"(100 mm)

1.4"(36 mm)
10.5"

(266 mm)

8.6"
(218 mm)

3.4"
(86 mm)

17.1"
(435 mm)

23"
(585 mm)

6.1"
(155 mm)

17" (433 mm)

11.8"-16.8"
(299-426 mm)

12.5" (318 mm)

2.5"
(64 mm)

5.9"
(149 mm)

4.7"(119 mm)

4.2"(107 mm)

3"- 8.5"
(76-216 mm)

12"-18"
(305-457 mm)

12˚

25˚

5˚

8˚

360˚

20"
(50.8 cm)

5"
(127 mm)
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Dimensional & Range 
of Motion Illustrations

Ergotron®

TeachWell® Drawer

Weight Capacity

Laptop

LCD

Dimensions

3.4"
(86 mm)

14.6"
(370 mm)

11.8"
(300 mm)

<10 lbs (4.5 kg)

<8 lbs (3.6 kg)

<10 lbs (4.5 kg)

<5 lbs (2.3 kg)

<5 lbs (2.3 kg)

<2 lbs (0.9 kg)

A

B

C
D
E
F

Combined weight of all equipment mounted 
to lift engine should be: <30 lbs (13.6 kg)

Combined weight of all equipment mounted 
to lift engine should be: <30 lbs (13.6 kg)6-30 lb 

(2.7-13.6 kg)

<10 lbs (4.5 kg)

<10 lbs (4.5 kg)

<10 lbs (4.5 kg)

<5 lbs (2.3 kg)

<2 lbs (0.9 kg)

<5 lbs (2.3 kg)

A
B
C
D
E
F

A+B+C+D+E+F = <30 lbs (13.6 kg)

A+B+C+D+E+F = <30 lbs (13.6 kg)


