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CHIEF®

FUSION SERIES MULTI-DISPLAY CONFIGURATIONS

Product Image Chief Part Number Description
Weight  

Capacity Column System

CMA330 Offset Ceiling Plate 500 lbs CMS (1.5" NPT threaded)

CMA345 Vibration Dampening  
Ceiling Plate 500 lbs CMS (1.5" NPT threaded)

CMA395 Angled Ceiling Plate 500 lbs CMS (1.5" NPT threaded)

CMA395W Angled Ceiling Plate 500 lbs CMS (1.5" NPT threaded)

CMA360 I-Beam Clamp 250 lbs CMS (1.5" NPT threaded)

CMA365 Pole and Truss Adapter 250 lbs CMS (1.5" NPT threaded)

CPA330 Offset Ceiling Plate,  
Pin Connection 500 lbs CPA (Pin Connect)

CPA365 Pole and Truss Adapter, 
Pin Connection 500 lbs CPA (Pin Connect)

CPA395 Angled Ceiling Plate,  
Pin Connection 500 lbs CPA (Pin Connect)

The following ceiling plates ONLY are recommended for use with 

Chief’s LCMXxXU multi-display ceiling mount products.  The total 

weight of the multi-display configuration is not to exceed the sum 

of the weight capacities for the ceiling plates used.*

RECOMMENDED CEILING PLATES

* WARNING: Exceeding the weight capacity can result in serious personal injury or damage to 
equipment! It is the installer’s responsibility to make sure the combined weight of all components 
attached to the ceiling plates do not exceed the sum of the ceiling plate weight ratings.


