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StyleView HD Monitor Accessory
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English, Español, Français, Deutsch, Nederlands, Italiano, Svenska, 日本語, 汉语

Includes
Constant Force™

Technology

User's Guide

English

For the latest User Installation Guide please visit: www.ergotron.com
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These symbols alert users of a safety condi-
tion that demands attention. All users should 
be able to recognize and understand the 
signifi cance of the following Safety Hazards 
if encountered on the product or within the 
documentation.  Children who are not able 
to recognize and respond appropriately to 
Safety Alerts should not use this product with-
out adult supervision!

Hazard Symbols 
Review

Symbol Signal Word Level of Hazard

NOTE
A NOTE indicates important information that helps you 

make better use of this product.

CAUTION

A CAUTION indicates either potential damage to 

hardware or loss of data and tells you how to avoid the 

problem.

WARNING
A WARNING indicates either potential for property dam-

age, personal injury, or death.

ELECTRICAL

An Electrical indicates an impending electrical hazard 

which, if not avoided, may result in personal injury, fi re 

and/or death.

Safety
Important! You will need to adjust this product after installation is complete. Make sure all your 
equipment is properly installed on the product before attempting adjustments. This product should 
move smoothly and easily through the full range of motion and stay where you set it. If movements 
are too easy or diffi cult or if product does not stay in desired positions, follow the adjustment 
instructions to create smooth and easy movements. Depending on your product and the adjustment, 
it may take many turns to notice a difference. Any time equipment is added or removed from this 
product, resulting in a change in the weight of the mounted load, you should repeat these adjustment 
steps to ensure safe and optimum operation. 

Caution: To avoid the potential to pinch cables it is important to follow the cable routing instructions in this manual. Failure to 

follow these instructions may result in equipment damage or personal injury.

Caution: If combined LCD and CPU weight is greater than 27lbs (10.4kg) then the CPU must be mounted to the rear of the cart 

using a CPU holder accessory (ordered separately).

Caution: For use with SV42/44 SLA carts: Monitors must be 12lbs or less each and matching. Do not exceed the maximum 

height adjustment assembly capacity of 35lbs. 

Warning: Not intended for use with SV40, 41, and 42/44 LiFe carts. These confi gurations 

create a tipping hazard when the height adjustment assembly and monitor are at 

maximum height. Failure to heed this warning may result in serious personal injury or 

property damage!

Warning: Lower worksurface before moving cart. Failure to follow these instructions may result in equipment damage or 

personal injury.
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5"
(127mm)

7 lbs. - 12 lbs. 
(3.1 kg - 5.4 kg)

7 lbs. - 12 lbs. 
(3.1 kg - 5.4 kg)

180°

< 25"
(635 mm)

< 25"
(635 mm) < 18"

(457 mm)

Features & Specifi cations

CAUTION:  DO NOT EXCEED MAXIMUM LISTED WEIGHT CAPACITY. SERIOUS INJURY OR PROPERTY DAMAGE MAY 
OCCUR!

Total weight of monitors when mounted needs to be 14 lbs - 24 lbs (6.2 kg - 10.8 kg)

Maximum Monitor Width:

Range of Motion:

Monitor Weight:
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1x

10mm

2x

M4 x 8mm

1x

1x

4x

M6 x 19mm

8x

M4 x 10mm

8x

8x

M4 x 10mm

2x

2x4x

4x
M3 x 6mm

2x

M4 x 5mm

2x

M4 x 10mm

2x

4mm

1x

Components

Tools Needed
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4mm 4mm

1

a
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c

d

a

b

c

d

Remove LCD Pivot or Arm 

NOTE: Remove ground wire 
and star washer if present.
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2

a

b

4mm

c

Attach Lift

NOTE: Your Styleview cart may have 
an alternate ground wire connection 
point. Both points will provide a viable 
ground path connection.

NOTE: If you removed a ground wire and star 
washer, reattach as shown.
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3 4mm 4x

M6 x 19mm

4

M4 x 10mm

4x

4x

M4 x 10mm

0°

2.0˚

7.5˚

1x
M4 x 8mm

Attach Crossbar to Lift

Attach Monitors to Pivot

OPTIONAL: Insert stop screw to 

lock portrait/landscape 

monitor rotation.



888-98-028-W-01 rev. H • 08/198 of 12

a

b
2x

M4 x 5mm

2x

6

5

Secure Pivots to Crossbar

Slide Pivots onto Crossbar
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4x4x
M3 x 6mm

2x7

2x8

Attach Grounding Cables

Secure Monitor Cables with Cable Ties

NOTE: Leave enough slack in cable to allow full range of motion.

Caution: To avoid the potential to pinch cables it is important to follow the cable routing 

instructions in this manual. Failure to follow these instructions may result in equipment 

damage or personal injury.
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a

9

14mm (9/16")

Adjustment Step
Important! You will need to adjust this product after installation is complete. Make sure all your equipment is 
properly installed on the product before attempting adjustments. This product should move smoothly and easily 
through the full range of motion and stay where you set it. If movements are too easy or diffi cult or if product 
does not stay in desired positions, follow the adjustment instructions to create smooth and easy movements. 
Depending on your product and the adjustment, it may take many turns to notice a difference. Any time 
equipment is added or removed from this product, resulting in a change in the weight of the mounted load, you 
should repeat these adjustment steps to ensure safe and optimum operation. 

Increase Lift Strength
If the mounted weight is too heavy or 
this product does not stay up when 
raised, then you'll need to increase 
Lift Strength:

Decrease Lift Strength
If the mounted weight is too light or 
this product does not stay down when 
lowered, then you'll need to decrease 
Lift Strength:

Cart Lift - Up and Down
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b

10mm

Increase Lift Strength
If the mounted weight is too heavy or 
this product does not stay up when 
raised, then you'll need to increase 
Lift Strength:

Decrease Lift Strength
If the mounted weight is too light or 
this product does not stay down when 
lowered, then you'll need to decrease 
Lift Strength:

Monitor Lift - Up and Down
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NOTE: When contacting customer service, reference the serial number.
For local customer care phone numbers visit: http://contact.ergotron.com
For Service visit: www.ergotron.com
For Warranty visit: www.ergotron.com/warranty

Learn more about ergonomic computer use at: www.ergotron.com/ergonomics


